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AIRWORTHINESS LIMITATIONS SCHEDULE 

 
4-1. AIRWORTHINESS LIMITATIONS 
        SCHEDULE 

This schedule (Table 4-1) lists the maximum 
airworthiness life that various components shall 
remain in service. A component shall be removed 
from service before the airworthiness life is ex-
ceeded. 

 

AIRWORTHINESS LIFE OF SOME 
KIT COMPONENTS IS NOT 

COVERED IN THIS SCHEDULE. 
REFER TO APPLICABLE SERVICE 

INSTRUCTIONS FOR KIT 
COMPONENTS SCHEDULE. 

 
Airworthiness lives assigned to components are 

based upon experience, testing, and engineering 
judgments. Lives are subject to change at the sole 
discretion of an appropriate government agency. 

Table 4-1. AIRWORTHINESS LIMITATIONS SCHEDULE 

PART NUMBER NOMENCLATURE FREQUENCY 

ALL HOSE, HYDRAULIC 7 YEARS 

ALL HOSE, OIL 7 YEARS 

ALL HOSE, FUEL 7 YEARS 

0001 BATTERY 150 HOUR (1) 

206-040-270-117 FREE WHEEL UNIT 3000 HOUR 

206-040-270-117 FREE WHEEL UNIT 750 HOUR (1) 

SKCP2348-101 DRIVESHAFT, KFLEX 1500 HOUR (1) 

SKCP2348-101 DRIVESHAFT, KFLEX 6000 HOUR 

23005745 GEARBOX, ENGINE 15000 HOUR 

206-263M AIRCRAFT TIEDOWN SYSTEM 24 MONTHS 

528-017-00 CARGO HOOK 3 YEARS 

Note:  (1) Inspection 


